2-electrode 2-electrode glass-metal
Gas discharge tube Gas discharge tube

CA8B BAS?1

(replacement P980 and CA5R)

CA8BC
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Characteristics Characteristics

Tolerance +/-20% +/-12% +/-20% +/-20% Tolerance +/-20% +/-20% +/-20%

<20V <20V <20V

 Awcvoltage <20V <20V <20V <20V Arc voltage

< 5pF < 5pF < 5pF

20A 20A 10A

Capacitance (at 1 MHz)

AC discharge current 20A
(50 Hz, 0.6s, 10 fimes)

Options Sliding version : CA8BB

Blade termination : CA8BC

3-electrode with lead fermination : CA8T31

< 0.3 pF < 0.3 pF <0.3pF

5A 5A

Capacitance (at 1 MHz)

AC discharge current 5A
(50 Hz, 1s, 10 times)

Options External Fail-Safe : BAS21C (remplacement P980)




3-electrode Miniature
Gas discharge tube

BM

Dimensions (n mm)

BM BMC
7,5:0,5 7.8 max
osars [ ] CYrame

BMS . 55

) 7,5:0,5

El E2

[ /i 1| I 01

18+5
mll

Characteristics

Tolerance +/-20%

+/-20% +/-20% +/-20% +/-20%

Insulation resistance >10GQ

(ot 100 Vdc or 50 Vdc for*)

>10GQ >10G6Q >10GQ >10GQ

Holdover voltage > 60V
(R 330 Qin serie
=150 Q/100nF in //)

Nominal discharge
current (8/20us, 10 fimes)
ET+E2/M

>80V >80V >80V >80V

i Options External Fail-Safe : BTRC

J-electrode
Gas discharge tube

BT

Dimensions in mm)
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Characteristics

Tolerance +/-20% +/-20%  +/-20%  +/-20%

Impulse sparkover voltage <700V <700V <800V <900V
(1KV/s) E/M

Capacitance (at 1 MHz) <09pF <09pF <09pF <09pF
E/M, E1/E2

+/-20%

<1200V

<0.9pF

AC discharge current
(50 Hz, 15,10 times)

Axial lead termination : BTS (@ 1 or @ 0.8 mm wire)
Radial lead termination : BTR (@ 1 or & 0.8 mm wire)




N/PE 2-electrode
Gas discharge tube

BG

Dimensions (n mm)

BG
7.8+03
211.8+03
Characteristics

Impulse sparkover voltage <1500V <1800V <2000V
(1.2/500 - 6 KV)

~ Insulation resistance > 16Q >106Q >106Q
(at 100Vde)

Maximum discharge current (Imax)
(fest 8/20us - NF EN 616473-11)

N/PE 2-electrode
Gas discharge tube

BF

Dimensions (n mm)

BF
7.8+03
215.8 0.3
Characteristics

Impulse sparkover voltage <1500V
(onde 1.2/50us - 6 kV)

Insulation resistance >1GQ
(at 100Vdc)
Max. discharge current (Imax) 70 kA

(test 8/20us suivant NF EN 616473-11)



2-electrode Heavy Duty
Gas discharge tube Gas discharge tube

BB-HF P100

Dimensions (n mm)
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Impulse sparkover voltage < 700V <700V <750V <900V <1200V _-
(1 kV/us) Tolerance +/-20% +/-20%

Capacitance (at 1 MHz) <07pF <07pF <07pF <07pF

AC discharge current 5A
(50 Hz, 15,10 times)

Nominal discharge
current (8/20us, 1 time)

Capacitance (ot 1 MHz)

Maximuml discharge current (8/20us, 1 time)

Bare version : PT0ON
Blade termination : P100

Cable termination : P100S
Cable/terminal termination : P100C

Options
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